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NOTES:

1. NOMINAL DIAMETER: 12'-0" OD

2. NOMINAL HEIGHT (TANK SHELL): 20'-0"

3. BOTTOM THICKNESS: 1/4"

4. BOTTOM TYPE: TYPE B, SKIRTED, 0'-9" HIGH SKIRT

5. SHELL THICKNESS: BOTTOM 5'-0" @ 1/4"THICK, REMAINING @ 3/16"

6. DECK THICKNESS: 3/16"

7. DESIGN PRESSURE: 16 OZ/SQUARE INCH

8. NOMINAL CAPACITY: 400BBL

 

9. COATING NOTES-EXTERIOR (SHELL & TOP)

9A. SURFACE PREP: SSPC-SP10 (NEAR WHITE). MAX SURFACE PROFILE SHALL BE 1.3MIL.

IF GREATER THAN 1.3MIL THEN TWO COATS OF PRIMER SHALL BE APPLIED.

EXTERNAL BLAST FITTINGS AND WELDS.

MASK OFF MATING SURFACES OF ALL FLANGES FROM BLAST AND PAINT.

9B. PRIMER: PPG VBA-735, WET FILM THICKNESS SHALL BE 3.8-5.0 MILS. DRY FILM

THICKNESS SHALL BE 1.8-2.4MILS

9C. TOP COAT: PPG ALK-110 (SHALE GREEN), WET FILM THICKNESS SHALL BE 

4.0-5.0 MILS. DRY FILM THICKNESS SHALL BE 1.4-2.0 MILS.

10. COATING NOTES-EXTERIOR (BOTTOM)

10A. SURFACE PREP: SSPC-SP10 (NEAR WHITE)

10B. PRIMER: NONE.

10C. TOP COAT: ROYSTON A51 MASTIC, BLACK, TWO COATS, 10-15 MIL WET FILM

THICKNESS EACH COAT.

11. COATING NOTES-INTERIOR (100% COVERAGE)

11A. SURFACE PREP: SSPC-SP10 (NEAR WHITE).

11B. PRIMER: NONE

11C. TOP COAT: SHERWIN WILLIAMS FAST CLAD ER EPOXY, WET FILM THICKNESS

SAHLL BE 18-22 MILS, DRY FILM THICKESS SHALL BE 18-22 MILS.

 

12. ALL FLANGED FITTINGS SHALL BE ORIENTED AS "TWO-HOLED" ABOUT

DATUM PLANE A, B, OR C AS NOTED. ALL FLANGED FITTINGS ON TOP OF TANK

SHALL HAVE THEIR FACES PARALLEL TO DATUM C, UNLESS NOTED.

13. TANK SHALL BE BUILT & TESTED IN ACCORDANCE WITH API SPECIFICATION 12F,

LATEST REVISION.

NOZZLE SCHEDULE

ID DESCRIPTION

QTY

SIZE TYPE

A WORKING VENT 1 2" COUPLING

B PRIMARY E-VENT 1 8" SCH 40 PIPE

C SECONDARY E-VENT 1 8" SCH 40 PIPE

D MONITOR 1 2" COUPLING

E PRODUCT GAUGE 1 2" COUPLING

F PRODUCT FILL 1 2" COUPLING

G PRODUCT DISPENSE 1 2" COUPLING

H SPARE 3 2" COUPLING
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TANK SPECIFICATIONS

ITEM VALUE

Nominal Capacity (gal)

10000

Weight (lbs)

7572

Nominal Diameter (ft-in)

8'

Nominal Length (ft-in)

27'

Head Thickness (in) 1/4"

Shell Thickness (in) 3/16"

Manway
24" Steel,Buna Gasket,Nuts/Bolts

Fittings

4" FNPT Weld Flanges, Pilot, Curved

4" FNPT Weld Flange150# (Manway)

Design Standard

Primary steel tank shall be built & tested in accordance with UL58 

steel underground storage tanks for flammable & combustible 

liquids. Fiberglass reinforced plastic jacket shall be manufactured & 

applied in accordance with Plasteel® specifications & UL1746 part 

III, corrosion protection systems for underground storage tanks

FRP Thickness(Inches) 1/8"

Stiffener (Qty# or None)
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COATING SPECIFICATIONS

ITEM VALUE

External Coating Type

 

External Coating Surface Prep

 

External Coating WFT/DFT

 

External Bottom Coating Type

 

External Bottom Coating Surface Prep

 

External Bottom Coating WFT/DFT

 

Internal Coating Type

 

Internal Coating Surface Prep

 

Internal Coating WFT/DFT

 

Internal Coating - Full or Partial
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